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Self-Cleaning Solar Light 

The Self-Cleaning Solar Light features an 

automatic wiper that cleans accumulated dust, 

bird droppings, and fallen debris from its solar 

panel 6 times a day. By keeping its solar panel 

clean, this light will maximise its own sunlight 

exposure, battery life, and longevity. This low 

maintenance light also features an adjustable 

angle bracket, a battery level indicator, and a built-

in temperature control system that allows it to 

work in freezing temperatures. 

All Star 8 solar lights maximise battery life and 

charge life because they incorporate adaptive 

lighting, variable frequency and temperature 

control patented technologies. 

 

✓ Automatic self-cleaning wiper. 

 

✓ Built-in thermal protection. Works in 

environments with temperatures as low as 

-20°C and as high as 60°C. 

 

✓ 3-year product warranty (battery included). 

 

✓ 7+ nights of continual lighting per charge. 

 

✓ Simple pole mounting system. 

 

✓ Adjustable pole bracket (0-180 degrees).  

 

✓ IP65 water and dust proof rating. 
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Applications: 

o Park 

o Driveway 

o Bicycle way 

o Carpark 

o Roadway 

o Pathway 

o Mines 

Lighting mode: 

1: 10000 lumens for the first 5 hours then dim to 

2000 lumens until dawn. 

 

SCL-100T  

Lumens output 10000 Lumens 

Solar panels Monocrystalline 78.8W/16.2V 

Battery 
Li-ion 14.8V 654.16WH 

2.6AH/PCS 

Solar charging time 9 hours (by direct sunlight) 

Charge life 7+ nights 

Material Aluminium Alloy + PC 

IP rating IP65 

IK rating IK08 

Dimensions 152.3 × 31.8 × 40.9 cm 

Optimal mounting 

height 
10m 

Weight 22.6 kg 

LED colour temp 4000K 

PIR sensor range 8m 

Remote control Optional 

Lighting area (m) 72 x 24 

Suitable pole spigot 

diameter 
60mm 

  


